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TECHNICAL DATA OF PROBES AND MODULES EQUIPPED WITH INSTRUMENT 
Temperature probes Pt100 sensor with SICRAM module

Model Type Application fi eld Accuracy

TP472I Immersion -196°C…+500°C
±0.25°C (-196°C…+300°C) 
±0.5°C (+300°C…+500°C)  

TP472I.0
1/3 DIN Thin Film

Immersion -50°C…+300°C ±0.25°C (-50°C…+300°C)  

TP473P.I Penetration -50°C…+400°C
±0.25°C (-50°C…+300°C) 
±0.5°C (+300°C…+400°C)

TP473P.0
1/3 DIN Thin Film

Penetration -50°C…+300°C ±0.25°C (-50°C…+300°C) 

TP474C.I Contact -50°C…+400°C
±0.3°C (-50°C…+300°C)

±0.5°C (+300°C…+400°C)  

TP474C.0
1/3 DIN Thin Film

Contact -50°C…+300°C ±0.3°C (-50°C…+300°C)

TP475A.0
1/3 DIN Thin Film

Air -50°C…+250°C ±0.3°C (-50°C…+250°C)

TP472I.5 Penetration -50°C…+400°C
±0.3°C (-50°C…+300°C) 

±0.6°C (+300°C…+400°C)

TP472I.10 Penetration -50°C…+400°C
±0.30°C (-50°C…+300°C) 
±0.6°C (+300°C…+400°C)

TP49A.0
Class A Thin Film

Immersion -70°C…+250°C
±0.3°C (-70°C…-50°C) 

±0.25°C (-50°C…+250°C)

TP49AC.0
Class A Thin Film

Contact -70°C…+250°C
±0.3°C (-50°C…-50°C) 

±0.25°C (-50°C…+250°C)

TP49AP.0
Class A Thin Film

Penetration -70°C…+250°C
±0.3°C (-70°C…-50°C) 

±0.25°C (-50°C…+250°C)

TP875.I
Globe-thermometer

Ø150mm
-30°C…+120°C ±0.25°C

TP876.I
Globe-thermometer

Ø50mm
-30°C…+120°C ±0.25°C

TP87.0
1/3 DIN Thin Film

Immersion -50°C…+200°C ±0.25°C

TP878.0
1/3 DIN Thin Film

TP878.1.0
1/3 DIN Thin Film

Photovoltaic +4°C…+85°C ±0.25°C

TP879.0
1/3 DIN Thin Film

Compost -20°C…+120°C ±0.25°C

Common characteristics
Temperature drift @ 20°C 0.003%/°C

4 wires Pt100 and 2 wires Pt1000 Probes

Model Type Application fi eld Accuracy

TP47.100.0
1/3 DIN Thin Film

4 wires Pt100 -50…+250°C 1/3 DIN

TP47.1000.0
1/3 DIN Thin Film

2 wires Pt1000 -50…+250°C 1/3 DIN

TP87.100.0
1/3 DIN Thin Film

4 wires Pt100 -50…+200°C 1/3 DIN

TP87.1000.0
1/3 DIN Thin Film

2 wires Pt1000 -50…+200°C 1/3 DIN

Common features
Temperature drift @20°C
Pt100  0.003%/°C
Pt1000  0.005%/°C

HD 22.2: Laboratory electrode holder composed of base plate with built-in magnetic 
stirrer, shaft and replaceable electrode holder. Suitable diameter 12mm. Powered by 
bench top instruments of the series HD22... with cable HD22.2.1 (optional), or with  
power supplier SWD10 (optional).
HD 22.3: Laboratory electrode holder with base plate. Flexible arm for free 
positioning. Suitable for electrodes with diameter 12mm.

HD 22.2 - HD 22.3
ELECTRODE HOLDER


