
HD 9408.3B

[ GB ] Precision Barometer



[ GB ]
[ GB ] Characteristics

Applications

Description

HD9408.3B.1

HD9408.3B.2

HD9408.3B.3

Sensor

...  (analog output) / 0...1350 hPa (digital outputs)

Resolution

Accuracy ±0.1 hPa (500...1200 hPa)/±0.2 hPa (remain. range) @ 23 °C
±0.3 hPa (500...1200 hPa)/±0.4 hPa (rem. range)@T=full range

RS422

RS232

Absorption

tions



Installation

Function
cable

Description

� � � �

�

Male M12 connector
of the transmitter

Cable CP18...

Numbering on 
the cable wires 

Termination Termination

PLC, datalogger or
converter RS485/USB

or RS485/RS232 for PC

CP18…cable

Power supply
10…30 Vdc

Screen

Other sensors with
RS485 output 

Termination Termination PLC, datalogger or
converter RS422/USB

or RS422/RS232 for PC

CP18…cable Power supply
10…30 Vdc

Screen

Cable CP18...

Power supply
10…30 Vdc

RS232 serial port

Instrument with current input

Cable CP18...

10…30 Vdc power supply

Screen

Instrument with voltage input

Cable CP18...

10…30 Vdc power supply

Screen

Cable CP12AA4...

M12 male connector
of the transmitter

Blue (1)
Red (2)
Black (3)
White (4)



Function

Description

HD9408.3B.2

RS232 RS422 RS485

Pr
ot
oc
ol � � �

� �

� � �

Resolution

Pa bar

hPa
1 @ 23 °C the 500...1200 hPa

hPa
0.1 hPa @ 23 °C in the range 500...1200 hPa fi gurable

 or 

hPa
0.1 hPa @ 23 °C in the range 500...1200 hPa 12 digital output.

Accessories

Cable CPM12AA4….

Converter with 
SDI-12/USB or SDI-12/RS232 or

datalogger with SDI-12 input

10…30 Vdc
Power supply

Other sensors with
SDI-12 output
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RoHS 
2002/95/EC 

03
24.14

CE CONFORMITY
Safety: EN61000-4-2, EN61010-1 Level 3
Electrostatic discharge: EN61000-4-2 Level 3
Electric fast transients: EN61000-4-4 Level 3, EN61000-4-5 Level 3
Voltage variations: EN61000-4-11
Electromagnetic interference susceptibility: IEC1000-4-3
Electromagnetic interference emission: EN55022 class B

LAT N° 124 Signatory of EA, IAF and ILAC Mutual Recognition Agreements
Temperature - Humidity - Pressure - Air speed
Photometry/Radiometry - Acoustics

Manufacture of portable, bench top and process scientifi c instruments
Current and voltage loop transmitters and regulators
Temperature - Humidity, Dew point - Pressure - CO, CO2

Air speed - Light - Optical Radiation
Acoustics - Vibration
Data logger - Data logger wireless
Microclimate
pH - Conductivity - Dissolved Oxygen - Turbidity
Elements for weather stations


