GUIA PARA INSTALAR LOS DRIVER USB

La conexion USB requiere instalar primero los drivers del dispositivo.

Proceder como sigue:
1. No conectar el cable al puerto USB hasta que no se solicite expresamente.
2. Insertar el CD-ROM vy seleccionar "Instalacion driver USB".

3. Siel sistema detecta un driver que ya existe, aparece la siguiente ventana:

Silican Lahorataries CP210x VCP Drivers for Windows 2000/XP/2003 Server... [ = || & |[ 82
Existing Installed Inst Detected

Select the appropriate application instance to update,

Setup haz detected one or more instances of thiz application already installed on vour system. You
can maintain or update an existing instance or install a completely new instance.

@ Install a new instance of this application.

() Maintain or update the instance of this application selected below:

Dizplay Mame Inst.

Silicon Laboratories

< Back [ Mext > ][ Cancel ]

Para mantener la instalacion existente del driver, pulsar "Cancel" y luego "Si" al siguiente
pedido de confirmacion de salir de la configuracion.

Para instalar el driver de nuevo, pulsar "Next" y continuar con el siguiente punto.

Si el sistema detecta la existencia del driver, se va directamente al siguiente paso.

4.  Enla ventana de instalacion que aparece, seleccionar "Next".

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP/2003 Server/Vista - Inst...

Welcome to the InstallShield Wizard for Silicon
Laboratories CP210x YCP Drivers For Windows
20005XP/2003 ServerfYista ¥b.40.24

The InztallShield Wizard will copy Silicon Laboratories
CP210x VTP Drivers for Windows 20004P/2003
Server/Vista v5.40.24 onto your computer. To continue,
click Mext.

A

<Ea(<: o Mest E

Cancel ]
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5. Seleccionar la opcion "I accept the terms of the license agreement" y pulsar "Next".

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP/2003 Server/Vista - Inst...
License Agreement

Fleaze read the following license agreement carefully.

END-USER LICENSE AGREEMENT 1
IMPORTANT: READ CAREFULLY £
BEFORE AGREEING TO TERMS

SILICOM LABORATORIES INC., SILICON LABORATORIES INTERMATIONAL PTE.
LTD.. AND THEIR AFFILIATES [COLLECTIVELY, "SILICON LABS"] HAVE
DEVELOPED CERTAIM MATERIALS (E.G.. DEVELOPMENT TOOLS, EXAMPLE CODE.
~eRENDABLE CODE, DLLs, SOFTWARE/COMPUTER PROGRAMS AND OTHER
’THIHD 1 SRTY PROPRIETARY MATERIAL] ["LICENSED MATERIALS") THAT ¥OU

COMJUNCTION /ITH SILICON LABS' MCU PRODUCTS. ANY USE OF
MATERIALS |5 SUBJECT TO THIS END-USER LICENSE

THE LICENS

ﬁcept the terms of the license agresment

! not ar ept the terms of the license agreement

InztallShield —

o o) oo

6. En la ventana de instalacion se indica la carpeta donde serdn copiados los archivos del driver.
Seleccionar "Next" sin modificar.

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP/2003 Server/Vista - Inst...
Choose Destination Location

Select folder where setup will inztall files.

Setup will inztall Silicon Laboratories CP21 0w WCP Drivers for Windows 2000/P/2003
Server/MVista v5.40.24 in the following folder.

Ta inztall to thiz folder, click Mest. To install to a different folder, click Browse and select
another folder.

Destination Folder

b AMCUSCR21 Dhwindows_2K_#P_52K3 Vista

Browse...

[ <ﬁa|\k I H: 3[]cm| ]

7. Enla ventana siguiente, seleccionar "Install".

Silicon Laboratories CP210x VCP Drivers for Windows 2000,/XP/2003 Server/Vista - Inst... | £3
Ready to Install the Program

The wizard iz ready to begin installation.

Click Install to begin the installation.

If pou want to review or change any of your installation settings, click Back. Click Cancel to exit
the wizard.

[\G[ lNStiu [}I:I Cancel ]
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8.  Cuando el programa de instalacion ha acabado copiar los archivos del driver en el disco duro,
pulsar "Finish", dejando la indicacion "Launch the CP210x VCP Driver Installer"
seleccionada.

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP/2003 Server/Vista - InstallShie...

InstallShield Wizard Complete

The InzstallShield \Wizard has successfully copied the Silicon
Labaratories CP210x WCP Drivers for Windows 20004P/2003
Server/MVista v5.40.24 to your hard drive. The driver inztaller
lizted below should be executed in order to install drivers or
update an existing driver.

Click Finizh to complete the Silicon Laboratories CP210x WP
Crivers for Windows 2000/P/2003 Server/Vista v5.40.24
setup.

9.  Enla ventana "CP210x Driver Installer" que aparece, seleccionar "Install" sin modificar.

4. silicon Laborataries CP210x USE to UART Bridge Driver Installer (3]
Silicon Laboratories
Silicon Laboratories CP210x USE to UART Bridge

Installation Location: /f—h»iner Wersion 5.4.24

] C:\Program FiIes'l,SiIabs'l,MCU'l,CPZlD?S/

Change Install Location. .. | ( Install \ Cancel |
k. /

.

10.  Esperar que los archivos del driver se copien en el sistema.

-

Scanning

9

Please wait while system is scanned ...

11. Al final de la instalacion, aparece el mensaje "Installation completed successfully". Pulsar

"OK"
Success
[ | Installation completed successfully

=J
—

12.  Conectar el cable al puerto USB del ordenador. Cuando el cable se va a reconocer, aparece un
mensaje abajo a la derecha de la pantalla que indica que se ha hallado un nuevo hardware y la
instalacion de los drivers del dispositivo se ha comenzado. Esperar el mensaje de
confirmaciéon que indica que la instalacion de los drivers del dispositivo "Silicon Labs
CP210x USB to UART Bridge" se ha acabado.

R

\H""-\-\_

13.  El procedimiento de instalacion se ha acabado.
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Para comprobar que toda la instalacion fue acabada con ¢éxito, pulsar dos veces sobre
“Administrador de dispositivos” en el panel de control. Debe aparecer la siguiente indicacion:

"Puertos (COM y LPT)" >> "Silicon Labs CP210x USB to UART Bridge".

=" Puertos (COMy LPT)

T Silicon Labs CP210x USE to UART Bridge (COME)

Cuando se va a desconectar el cable USB, la indicacion desaparece y aparece de nuevo cuando se
va a conectar de nuevo el cable.

iCuidado! Si el cable esta conectado al puerto USB antes de la instalacion de los drivers, aparece
un mensaje que invita a instalar los drivers. En este caso anular la operacién y seguir con el
procedimiento indicado arriba.
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ELIMINACION DE LOS DRIVERS USB

Proceder como sigue:

1.

10.
11.

Abrir el panel de control e ir a la seccion "Programas y caracteristicas” o "Instalacion
aplicaciones” segun el sistema operativo.

Seleccionar la opcion:

"Silicon Laboratories CP210x USB to UART Bridge (Driver Removal)".
Seleccionar "Desinstalar o Cambiar” o "Cambiar/Quitar” segun el sistema operativo.
Si aparece una ventana que pide la autorizacion del usuario, seleccionar "Continuar".

Seleccionar "Uninstall" en la venta de desinstalacion.

€2 silicon Laboratories CP210x USB to UART Bridge Driver Uninstaller (=3
Silicon Laboratories
Silicon Laboratories CP210x USE to UART Bridge
Installation Location: Criver Wersion 5.4.24

|E:\Program Filez4Silabs\MCUNCPET Ot

Uningtall Cancel |
N,

Al final del procedimiento de desinstalacion, aparece el mensaje "Driver has been successfully
uninstalled". Pulsar "OK".

Ir al panel de control en la seccion " Programas y caracteristicas” o "Instalacion
aplicaciones” segun el sistema operativo y seleccionar la opcion:

"Silicon Laboratories CP210x VCP Drivers for Windows...".
Seleccionar "Desinstalar" o "Quitar" segin el sistema operativo.
Si aparece una ventana que pide la autorizacion del usuario, seleccionar "Continuar".
Seleccionar "Si" en la venta que pide confirmar la eliminacion de la aplicacion.

En la ventana siguiente, pulsar "OK" para acabar.

Nota: Windows y Windows Vista son marcas registradas por Microsoft Corporation.
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