CP210x_VCP USB Driver

Installation

WARNING:

e BEFORE INSTALLING UNCERTIFIED USB DRIVERS IN OPERATING SYSTEMS
STARTING FROM WINDOWS 7, IT IS NECESSARY TO RESTART THE PC DISABLING THE
DRIVERS SIGNATURE REQUEST.

o IN 64-bit OPERATING SYSTEMS, EVEN AFTER INSTALLATION IT IS NECESSARY TO
DISABLE THE DRIVERS SIGNATURE REQUEST EVERY TIME THE PC IS RESTARTED.

Disabling the drivers signature request in Windows 7:

When Windows restarts, press F8 to display the "Advance Boot Options" menu, then select the
"Disable Driver Signature Enforcement" option.

Disabling the drivers signature request in later versions of Windows:

e Press together "Windows" and "R" keys.

e Write in the box that appears: shutdown.exe /r /o /f /t 00 and confirm with OK.

¢ A blue screen called "Choose an option" will appear, select "Troubleshoot >> Advanced options
>> Startup Settings >> Restart".

o After reboot, the advance startup options screen will appear, press the key corresponding to
"Disable Driver Signature Enforcement" (F7).

INSTALLATION IN OPERATING SYSTEMS UP TO WINDOWS® 8.1
Wait to connect the cable to USB port when expressly required.

2. Right-click with the mouse on the file autorun.exe of the software package and select Run as
administrator.

Select the language, then click on Install USB Drivers.
4. If there are multiple drivers, select the CP210x_VCP driver for your version of Windows.

If the system detects an already existing driver, the following window appears:

Silicon Laboratories CP210xVCP Drivers for Windows 2000/XP/2003 Server, o | E|ER
Setup has detected one or more instances of thiz application already installed on your spstem. You
can maintain or update an existing instance or install a completely new instance.

Existing Installed Instances Detected
Select the appropriate application instance to update.

@) |nztall & news instance of this application.
Maintain or update the instance of thiz application selected below:

Dizplay Mame Inst,
 Silicon Laboratories CP210x VCP Drivers for 'y findows 2000 "‘a"}’u"’“’“"’a\””gﬁ:{

4 1 3

[ Mext > || Cancel |

To maintain the current installation of the driver, click Cancel and press Yes in the
subsequent message window asking for confirmation to exit setup.

To install again the driver, click Next and proceed with the next step.

If the system does not detect an existing driver, the procedure skips to the next step
directly.
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6. In the installation window that appears, select Next.

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP/2003 Server/Vista - Inst...

Welcome to the InstallShield Wizard for Silicon
Laboratories CP210x YCP Drivers for Windows
2000/XP/2003 Server/Vista vb.40.24

The InztallShield Wizard will copy Silicon Laboratories
CP210x WCP Drivers for Windows 20004<P/2003
Server/MVista v5.40.24 onto your computer. To continue,
click Mext.
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7. Select the I accept the terms of the license agreement option and press Next.

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP/2003 Server/Vista - Inst...

License Agreement
Fleaze read the following license agreement carefully.

END-USER LICEMNSE AGREEMENT [
IMPORTANT: READ CAREFULLY
EEFORE AGREEING TO TERMS

SILICOM LABORATORIES IMC., SILICON LABORATORIES INTEHNATIDNAL PTE.

LTD.. AND THEIR AFFILIATES [COLLECTIVELY, "SILICOMN LABS") HA!

DEVELDPED CERTAIN MATERIALS [E.G.. DEVELOPMENT TOODLS, E><AMF'LE CODE,
DABLE CODE, DLLs, SOFTWARE/COMPUTER PROGRAMS AND OTHER

Tv PROPRIETARY MATERIAL) ["LICENSED MATERIALS") THAT vOU
COMJUNCTION WITH SILICON LABS' MCU PRODUCTS. ANY USE OF
MATERIALS |5 SUBJECT TO THIS END-USER LICENSE -

not yept the terms of the license agreement

<gaa_J! ﬂext; |[_|]
.

/’_“““

'nstaIIS hield — -~

8. The folder where the driver files will be copied is indicated in the installation window.

Select Next without making changes.

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP/2003 Server/Vista - Inst... -

Choose Destination Location
Select folder where setup will inztall files.

Setup will inztall Silicon Laboratories CP21 0 WCP Drivers for Windows 2000/<P/2003
Server/Vista v5.40.24 in the following folder.

Ta inztall to this folder, click Mext. To install to a different folder, click Browse and select
another folder.

Destination Folder

o AMCUNCP21 Dwindowms._2K_XP_S2K3 Vista
™,
|/ \

[ < Ba| ko [f Mests []Eancel
\

.
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9. In the following window, select Install.

Silicon Laboratories CP210x VCP Drivers for Windows 2000/XP/2003 Server/Vista - Inst... | £8

Ready to Install the Program
The wizard iz ready to begin installation.

Click Install to begin the installation.

If you want to review or change any of your installation settings, click Back. Click Cancel to exit
the wizard.

[ £ ﬁe[\g[ lnst\ll [le Cancel ]

10. When the installer has finished to copy the driver files to the hard drive, click Finish,

leaving the Launch the CP210x VCP Driver Installer selected.

Silicon Laboratories CPZ10x VCP Drivers for Windows 2000/XP/2003 Server/Vista - InstallShie...

InstallShield Wizard Complete

The InzstallShield \Wizard has successfully copied the Silicon
Labaoratories CP210x WCP Drivers for Windows 20004<P/2003
ServerMVista v5.40.24 to your hard drive. The driver installer
lizted below should be executed in order to install drivers or
update an existing driver.

Click Finizh to complete the Silicon Laboratories CP210x YCP
Crivers for Windows 20004P/2003 Server/Vista v5.40.24
setup.

11. In the CP210x Driver Installer window, select Install without making changes.

4. silicon Laborataries CP210x USB to UART Bridge Driver Installer
Silicon Laboratories
Silicon Laboratories CP210x USE to UART Bridge

Installation Location: wiver Wersion 5.4.24

I C:YProgram Files\Silabs\MCLYCPZ21

0.
Change Install Location. .. I Inskall \ Cancel I
k. §|é !

12. Please wait while system is scanned and the driver files are copied.

.

Scanning

Please wait while system is scanned ...
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13.

14.

15.

At the end of the installation procedure, the message Installation completed successfully
is displayed. Press OK.

Success (3]

lo_l Installation completed successfully

Connect the cable to the PC USB port. When the cable is recognized, a message appears
in the lower right side of the screen indicating that a new hardware has been found and
the device driver installation is started. Wait for the message confirming that the "Silicon
Labs CP210x USB to UART Bridge" device driver installation has been completed.

End of procedure.

INSTALLATION IN WINDOWS® 10

N

N o u kW

Wait to connect the cable to USB port when expressly required.

Right click with the mouse on the file autorun.exe of the software package and select Run as
administrator.

Select the language, then click on Install USB Drivers.

If there are multiple drivers, select the CP210x_VCP driver for Windows 10.
In the Device driver installation wizard window that appears, press Next.
Wait while the driver files are copied, then click Finish.

Connect the cable to the PC USB port. When the cable is recognized, a message appears
in the lower right side of the screen indicating that a new hardware has been found and
the device driver installation is started. Wait for the message confirming that the "Silicon
Labs CP210x USB to UART Bridge" device driver installation has been completed.

End of procedure.

INSTALLATION IN WINDOWS® 11

Wait to connect the cable to USB port when expressly required.

Right click with the mouse on the file autorun.exe of the software package and select Run as
administrator.

Select the language, then click on Install USB Drivers.
If there are multiple drivers, select the CP210x_VCP driver for Windows 11.

Install the file silabser.inf appearing in the Windows Explorer window that opens, following
the instructions of your operating system: normally, it is sufficient to right-click the
silabser.inf file and select the Install option of the context menu.

Connect the cable to the PC USB port. When the cable is recognized, a message appears
in the lower right side of the screen indicating that a new hardware has been found and
the device driver installation is started. Wait for the message confirming that the "Silicon
Labs CP210x USB to UART Bridge" device driver installation has been completed.

End of procedure.
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CHECKING DRIVER INSTALLATION

To check if the whole operation has been successfully completed, double-click on Device
Manager from the Control Panel. The following display will be shown:

Ports (COM & LPT) >> Silicon Labs CP210x USB to UART Bridge.

When USB cable is disconnected, the item disappears, and it is displayed again with next cable
connection.

DRIVER REMOVAL

1.  Open Control Panel and go to section Programs and Features or Add or Remove Programs
according to your operating system.

2. Select the item corresponding to the Silicon Laboratories CP210x driver.
Note: the item may be slightly different depending on the version installed.

3. Select Uninstall/Change or Change/Remove according to your operating system and
follow the on-screen instructions.
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